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SPECIFICATIONS 
 
 
07300 – Shingles and Roof Coverings - Provide and install roof system in accordance with all 
applicable building codes and manufacturers guidelines. Do not set tiles in mortar when the 
ambient temperature is less than 4 °C (40 °F). Do not start installation until other trades requiring 
traffic on roof have completed their work.  Do not start installation until vent pipes and other 
projections through roofs and flashing materials are in place. Front roof slope shall be: 6:12.  
 
 
In Rooftop and Third Floor Rear Deck:  
 
Install waterproof vinyl sheet system (Duradek or similar) over APA rated and code certified 
CDX plywood panels.  Install one layer of moisture barrier 30# felt, overlapped a minimum of 
6”.   
 
 
In Front Pitched Roof and Gable Dormer Roof: 
 

07130 – Felt - On all roof surfaces install a minimum 30 # asphalt impregnated rooting 
felt.  For roofs that are steeper than a 6:12 pitch use a single layer of felt. For roofs with 
less than a 6:12 pitch install a double layer of felt and overlap a minimum of 18”.  
Overlap felt a minimum of 4” vertically and 12” horizontally.  Continue felt 6” up all 
vertical surfaces and 4” over gutter and valley metal.  Fasten all edges with large headed 
galvanized nails on 6” centers. Lay courses parallel with eaves. Do not stretch courses.   
  
 
07311 – Asphalt Shingles - Provide 25 year Asphalt three tab shingles over one layer of 
30# felt.  Minimum recommended pitch is a 4:12 slope. Support roof system with 
joist/rafter system to meet dead and live load requirements as specified by manufacturer. 

 
Asphalt shingles shall be:  specify manufacturer, style, color, thickness and 
weight.   
  

 
07600 – Flashing and Sheet Metal - Install appropriate flashing at all joints of chimneys, 
dormers, walls, vent pipes and other connection points to prevent the infiltration of water.  
Flashing shall be assembled of 26 gauge minimum galvanized, corrosion resistant sheet metal. 
Valleys shall be wrapped with 20” wide galvanized flashing and extend 10” in each direction 
from center-line of valley. Use 4”wide x 4”high x 10’long galvanized flashing between wall 
siding and roof surfaces and step flashing between  masonry and roof surfaces. Keep flashing 
concealed except where exposed on vertical surfaces or counter flashing. 
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07714 – Gutters and Downspouts - Install 5” wide metal gutters and 4” downspouts.  Attach 
every 2’-6” on center (OC) with straps and/or fasteners.  Metal should be 25 gauge aluminum. 
 
 
07920 – Caulking and Sealants - Use a 50 year warranty silicon based caulk at high 
expansion/compression areas, such as around chimneys, tile, ceramic, and around enamel and 
pre-fabricated tubs and showers. For exterior windows, door frames, interior trim, woodwork and 
other paintable surfaces use a clear Latex based caulk.  Color shall match wood stain or paint. 
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